
SPECIFICATIONS CHART

BD-6580
Area-Imaging Scanner

Aiming Element 617 nm RED LED
White LED 6,500K

Optical System 640H x 480V pixels
Field of View 40° horizontal; 26° vertical
Focusing Distance 20.3 cm / 8 inch7.4 cm / 2.9 inch

Resolution 4 mil (CODE39), 6.6 mil (Datamatrix))

System Interface USB

Sensitivity 360°

Print Contrast Min. 30% @ UPC/EAN 100%
Indicator Beeper and LED

Illumination Element

PHYSICAL
Dimension L150mm x W65mm x 85mm
Weight 180 g
Interface Cable 2M

OPERATIONAL

POWER
Input Voltage 5 VDC ±5%
Power Consumption 1.4 watts
Operating Current 280 mA typical

ENVIRONMENTAL

DECODING CAPABILITY

1D Barcode

  ,UPC/EAN/JAN

ISBN/ISSN, Code 39, Codabar, Code 128, Code 93, ITF-6, ITF-14,
Interleaved 2 of 5, Industrial 2 of 5, Standard 2 of 5, MSI/Plessy,  
Matrix 2 of 5, Code 11, GS1 Databar (RSS 14, RSS-Expand, RSS-Limited)

2D Barcode

PDF 417, Data Matrix, QR Code, Micro QR Code, 

Operating Temperature 0°C – 40°C (32°F – 104°F)
Storage Temperature -20°C – 60°C (-4°F – 140°F)
Humidity 5% – 95% RH (non-condensing)
Light Level Max. 100,000 Lux 
Drop Durability Designed to withstand 1.5M drops
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